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SLASH

SLA-10-2023

TECHNICAL SHEET
LIGHTING CHARACTERISTICS

Color Rendering Index CRI > 82

Lumen output
(3000 K)

Length Power consumption

305mm 1960 lm (source)
1490 lm (delivered)

20 Watt

592mm 3920 lm (source)
2980 lm (delivered)

42 Watt

879mm 5883 lm (source)
4471 lm (delivered)

61 Watt

1166mm 7840 lm (source)
5960 lm (delivered)

82 Watt

Optics 10° / 28° / 40° / 12°x32°

LED colour temperature 2700K / 3000K / 4000K / RGBW / Tunable white

LED lifetime 50000h L95 B10 (Ta 25°C)

Bin selection Binning free 2 step MacAdam’s

MECHANICAL CHARACTERISTICS

Body Extruded aluminium 6060

Glass Extra clear tempered glass 6mm

Finishes Black anodized

Installation Housing box / Fixing brackets

Impact resistance IK09

Dimensions & Weight
305mm (length) 2kg 879mm (length)       6kg

592mm (length) 4kg 1166mm (length)       8kg

ELECTRICAL CHARACTERISTICS

Power supply 110-277Vac 50/60Hz with DALI

Power supply cables 30cm with IP68 Easy-Lock connector

Dimmable Dimmable

GENERAL CHARACTERISTICS

Operating temperature -20°C +50°C

IP rating IP67

Insulation class Class I

Photobiological risk RG0/RG1

PRODUCT CODE
SLA = SLASH Select one component from each column to specify a complete configuration:

LED colour Optics Finish Length Power

27   = 2700K
30   = 3000K
40   = 4000K
FC   = RGBW
TW = Tunable white

N = 10° (13° RGBW)
M = 28° (35° RGBW)
W = 40°
E = 12°x32°

05 = Black anodized 0305 = 305mm
0592 = 592mm
0879 = 879mm
1166 = 1166mm

020 = 20W
042 = 42W
061 = 61W
082 = 82W

Standard configuration example:  SLA.30.E.05.0592.042 | Slash 3000K 12°x32° optics black anodized 592mm 42 Watt
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ACCESSORIES

Housing box
Art. Nr.
HB.007

Length
.0305 = 305mm 
.0592 = 592mm 
.0879 = 879mm 
.1166 = 1166mm

Anti-Glare louver
Art. Nr.
ACC.052

Length
.0305 
.0592
.0879
.1166

Fixing bracket 
Art. Nr.
ACC.056

Finishes
.05 = Black anodized

Leader cable 5m
Art. Nr.
ACC.057

Y connection cable 
75cm

Art. Nr.
ACC.058

Extension cable 1m
Art. Nr.
ACC.059

Extension cable 2m
Art. Nr.
ACC.131
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PHOTOMETRICS

OPTICS

ELLIPTICAL OPTICS

SLASH

SLA-10-2023

10° 28° 40° 12°x32°

10°- 20 Watt 28°- 20 Watt 40°- 20 Watt
E0 [lx]h [m]Ø  [m]E m [lx]

1.0

2.0

3.0

4.0

0.18

0.35

0.53

0.70

15557 12691

5361 3891

2568 1784

1482 1025

E0 [lx]h [m]Ø  [m]E m [lx]

1.0

2.0

3.0

4.0

0.5

1.0

1.5

2.0

0.5

1.0

1.5

2.0

4457 2833

1214 732

554 328

316 186

h [m] E0 [lx] Em [lx]Ø [m]

1.0

2.0

3.0

4.0

0.7

1.5

2.2

2.9

3033 1653

805 393

363 180

206 104

C0 - C180 (10,0°) C0 - C180 (28,0°) C0 - C180 (40,0°)

h [m] E0 [lx]E m [lx]Ø [m]

0.21
0.57

1.0

2.0

3.0

4.0

6908 4955

1864 1260

847 563

480 319

0.42
1.15

0.63
1.72

0.84
2.29

C0 - C180 (32,0°) C90 - C270 (12,0°)

12°x32° - 20 Watt
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